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The Palma Vita has been purpose-designed to combine a conventional 
WC with integrated washing and drying. It is the only toilet of its kind, 
specifically developed for elderly and disabled people, that is designed 
to properly support the user and position them correctly for effective 
washing and drying. 

Palma Vita Wash and Dry Toilet

Unique Features

Enables the user to toilet with little or no help

Can be used by all members of the household

Easy to use regardless of manual capability/dexterity

Ergonomically designed to properly support the user

Removes hand to body contact and risk of faecal contamination

Delivers a consistent, high level of cleanliness

Only wash & dry toilet that is Medical Device Class 1 certified 2

Only wash & dry toilet that can be adapted to accommodate user’s changing needs

Can be fitted in Zone 1 of a bathroom/wetroom 



Specifications

Model

Function

Weight Capacity

Support Options

Seat Options

Operation Options

Other Options

Application

Palma Vita Wash and Dry Toilet

Lifting, Transferring, Hands Free

Palma Vita: 190kg, Palma Vita with Big John seat option: 326kg

Intergrated Fold-down Support Arms, Intergrated Slimline Support Arms, Intergrated 

Slimline Support Arms, Lateral Body Supports and Soft Arm Sleeves.

Junior, Adult and Adult Open

Touch Sensitive Hand/Foot Switch, Infered Remote Control and Proxy Switch

Alternative Douche Arms, Plinth and Infill Panel

Hospital, Nursing Home, School, Domestic

Dimensions
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A Water services 
Connection point is a 
15mm copper pipe that is 
positioned 70mm to RH of 
the centreline of the 
Clos-o-Mat. 220mm from 
finished floor level. 

B Electrical services 
Position between 
100mm-300mm from 
finished floor level,
50-100mm left or right 
from centreline of toilet. 

C Waste details 
Pan spigot is horizontal 
outlet    200mm from 
finished floor level. Waste 
can exit to rear, left or 
right. For waste in floor, 
soil pipe needs to be 
positioned between 

70-230mm from finished 
wall surface. 

D Rear wall fixing 
Position 25mm to RH of 
the centreline. 810mm 
from the floor. 

E Rear floor fixing (2No) 
(Standards Installations) 
Position on the floor 
102mm from the rear wall. 
119.5mm to each side of 
the centreline. 

F Front floor fixing (2No) 
(When using Support Arms) 

165 206 

Cold water 
supply pipe 730 
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Position on the floor 327mm 
from the rear wall. 119.5mm 
to each side of the 
centreline. 

200
300 620 

BB = Internal 
frame size 
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Palma Vita Toilet Accessories

Support Accessories 

Robust and secure support arms designed and manufactured 
specifically for the Palma Vita. This convenient support system folds 
out of the way to aid side transfer from a wheelchair.

Integrated Fold-down Support Arms

With the ability to fold away independently of each other, these 
Integrated Slimline Support Arms provide close proximity support. 
Their elliptical shape offers an ‘easy to hold’ profile making getting on 
and off the toilet a much easier task. 

Integrated Slimline Support Arms

These easily adjustable and comfortable additions help to provide extra 
support and stability to the user, in conjunction with the Integrated 
Fold-down Support Arms.

Lateral Body Supports

Easy to fit, the Soft Arm Sleeves provide a comfortable, hygienic and 
stylish dimension to the Integrated Fold-down Support Arms. 

Soft Arm Sleeves. 

Easily attached, this robust elevated pommel allows for that little extra 
height-support when either getting up from or down to the toilet. 

Raising Pommel

Easy to fit, the Soft Arm Sleeves provide a comfortable, hygienic and 
stylish dimension to the Integrated Fold-down Support Arms. 

Toilet Roll Holder

Seating Options
Soft seats available in  Junior, Adult and Adult Open Fronted. All soft seats are supplied in a dark 
blue colour to aid the visually impaired. 

Junior Adult Open Fronted
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This device is for those users who are unable to use the standard 
elbow pads. Air operated, no electricity is required to operate it, 
only very light pressure. 

Touch Sensitive Hand/Foot Switch

This simplistic ‘one button’ style Infrared Control provides a 
versatile option lending itself particularly well when used by carers. 

Making use of “passive technology” the Proxy Switch allows users 
with little or no grip to activate the unit, simply by passing their 
hand/bodypart in front of the sensor. 

Manufactured in shaped white plastic to match the Palma Vita 
contours, plinths are used to raise the whole unit. For use with a 
shower chair or to aid direct wheelchair transfer. Plinths come in 
heights of 25, 50, 75 and 100mm. 

Extended Single Spray,Twin Spray. All douche options are included 
in the price of the Palma Vita. Douche arm illustrated is standard 
with the Palma Vita. UPDATE: Due to a product upgrade, no 
channelling of the rear wall is now required.

The Infill Panel has been designed to aid installations where pipe-
work inhibits the Palma Vita from being located against the wall. 

The Infill Panel is available in thickness sizes 25mm, 50mm & 
75mm.

The infill panel is 100mm taller than the Palma Vita. It must be cut 
from the bottom to suit finished toilet height. 

Infrared Remote Control

Proxy Switch

Plynth

Alternative Douche Arms

Infill Panel

Operating Mechanisms

Other Accessories


